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Drawings and Specifications 
 
Drawings for the Gateway Banners (Vehicular) and Pedestrian Corridor Banners (Pedestrian) are 
shown on the following pages. 
 
Drawings for the Gateway Signs and Community Building Banners will be developed as necessary. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
Specifications 
 
Vinyl Banners 
 
Full color digital print on exterior grade matte vinyl, 4mil minimum. Minimum output resolution 
shall be 300 DPI, 3M Scotchprint, 3M Co., St. Paul, MN or approved equal. 
 
Banners shall be two-sided, pockets shall be sewn top and bottom for the banner poles; double 
stitch edges. 
 
Inks and solvents shall be durable for outdoor use with UV inhibitors and provide a minimum of 5 
years colorfastness without the use of protective coatings or laminates. 
 
Hardware 
 
The banners shall utilize stainless steel mounting brackets with adjustable polymer coated 
fiberglass arms and attached to the light pole with ” stainless steel strapping. 
 
The brackets shall be Bannerflex II by Kalamazoo Bannerworks, Kalamazoo, MI, Eder SBA-30 
brackets, Eder Flag Manufacturing Co., Oak Creek, WI or approved equal. 
 
 
 
Note: Alternative specifications for banners that are more environmentally friendly will  
be considered. 
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October, 2007 20.1 Sign Type 20 – Campus Banner - Vehicular 

Elevation 

Description: Vinyl Exterior Banners. 
 
Banner Size: 2'-6"w x  6'-0"h 
 
Typeface: Sabon Roman, unless specified 
 
Graphics: 
Background – To match PMS 201 
UMass Seal – To match PMS 199 
Seal and Text – White 
 
Materials: Vinyl Banners and S.S. Brackets 

A 
Elevation 

Scale: 3/8" = 1' - 0" 

B 
Mounting Detail 

Scale: 3/4" = 1' - 0" 

October, 2007 20.2 Sign Type 20 – Campus Banner - Vehicular 

Banner Layout 

A 
Layout 

Scale: 1" = 1' - 0" 
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B 
Mounting Detail 

Scale: 3/4" = 1' - 0" 

October, 2007 20A.1 Sign Type 20A – Campus Banner - Pedestrian 

Elevation 

Description: Vinyl Exterior Banners. 
 
Banner Size: 1'-6"w x  3'-6"h 
 
Typeface: Sabon Roman, unless specified 
 
Graphics: 
Background – To match PMS 201 
UMass Seal – To match PMS 199 
Seal and Text – White 
 
Materials: Vinyl Banners and S.S. Brackets 

A 
Elevation 

Scale: 3/8" = 1' - 0" 

October, 2007 20A.2 Sign Type 20A – Campus Banner - Pedestrian 

Banner Layout 

A 
Layout 

Scale: 1" = 1' - 0" 
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